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OPTIONAL BUZZER
0 0 PROBE
EXTERNAL  4-20mA  RS485 MODBUS
POWER INPUT ALARM  OUTPUTS COMMUNICATION
100-240 VAC RELAY (OPTIONAL)  OUTPUT
(1.6A Fuse) OUTPUTS (OPTIONAL) 'NFTgE “;‘};3;‘;5“@35@;5
GENERAL NOTES: (OPTIONAL)
1) ALL DIMENSIONS ARE IN mm [inches] MAIN PANEL - FRONT VIEW WITH COVER Ry | oA

2) ALL DIMENSION TOLERANCE +1mm (.04 INCHES)

3) POLYESTER POWDER BLUE (RAL5015) PAINT.

4) MAIN ENCLOSURE: EXM 5412 ESCH141206

5) MAIN ENCLOSURE DIMENSIONS: 355.6 X 304.8 X 152.4D (14 X 12 X 6D)

6) MAIN ENCLOSURE MOUNTING DIMENSIONS: 374.7 X 254.0 (14.75 x 10)

7) REMOTE ENCLOSURE: EXM 5412 ESCH8804

8) REMOTE ENCLOSURE DIMENSIONS: 203.2 X 203.2 X 101.6D (8 X 8 X 4D)

9) REMOTE ENCLOSURE MOUNTING DIMENSIONS: 222.3 X 152.4 (8.75 x 6)

10) JUNCTION BOX ENCLOSURE: EXM ESCH040403.

11) JUNCTION BOX ENCLOSURE DIMENSIONS: 101.6 X 101.6 X 76.2D (4 X4 X 3D)
12) JUNCTION BOX ENCLOSURE MOUNTING DIMENSIONS: 124.46 X 66.9 (4.9 x 2.64)
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OPTIONAL REMOTE PANEL FRONT VIEW

MAIN PANEL FRONT VIEW

NOTE-E:
WITHOUT COVER oo WITHOUT COVER MAKE SURE CONTROLLER AND JUNCTION BOX ARE ELECTRICAL GROUNDED.
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